
H-CCL54-54Y Series

Hydro-Core Complete Near Boiler Piping Kit 
Includes Left Flange Manifold
Copper Supply & Return Lines NONE
(2) 1 SWT Boiler Connections
Mesh “Y” Strainer

Certifications

ITEM#
Connection 

Type
SIZE
 (in)

Carton Case

H-4CCL54-54Y FIP × SWT 1 1/4 × 1 1 1 600 PSI CWP Max
H-5CCL54-54Y SWT 1 1/4 × 1 1 1 600 PSI CWP Max
H-8CCL54-54Y Press × SWT 1 1/4 × 1 1 1 250 PSI CWP Max

MaxTemp Pressure Rating

 WARNING: Cancer and Reproductive Harm. www.P65Warnings.ca.gov H-CCL54-54Y.xlsmspec_8/3/2021



H-FK-WIF Series

Hydro-Core Complete Near Boiler Piping Kit 
Includes Double Ball Drain Manifold
12" Flex Supply & Return Lines 
(2) 1 MIP Boiler Connections

for Select Wall Hung Boilers

Certifications

ITEM# Connection Type  SIZE (in) Carton Qty Case Qty Pressure Rating Max Temp
H-4FK4-WIF FIP 1 1/4 × 1 1 4
H-5FK4-WIF SWT 1 1/4 × 1 1 4

 WARNING: Cancer and Reproductive Harm. www.P65Warnings.ca.gov H‐FK‐WIF_IDP.xlsmspec_9/9/2021

H-8FK4-WIF PRS 1 1/4 × 1 1 4
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Fully Fabricated Supply & Return Lines 
 with Boiler Connections 
Insulated Flexible Stainless Steel Tubing 
Surface Temp: -74to 300F

http://www.webstonevalves.com/


H-NBHK Series

Hydro-Core Complete Near Boiler Piping Kit 
Double Ball Drain Manifold
Includes Copper Supply & Return Lines, PATENTED TECHNOLOGY
1" FIP Boiler Connections & Plugged Gauge Port
See Boiler Compatibility Guide to Find a Kit to Fit a Specific Boiler

Certifications

ITEM#
Connection 

Type
SIZE
 (in)

Carton Case

H-4CC4-NBHK FIP 1 1/4 × 1 1 4 600 PSI CWP Max
H-5CC4-NBHK SWT 1 1/4 × 1 1 4 600 PSI CWP Max
H-8CC4-NBHK Press × FIP 1 1/4 × 1 1 4 250 PSI CWP Max

MaxTemp Pressure Rating

 WARNING: Cancer and Reproductive Harm. www.P65Warnings.ca.gov H-NBHK_IDP.xlsmspec_8/3/2021
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